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ABS TRACT  
 

BACKGROUND 

Inadequate marginal fit of fixed restorations leads to plaque accumulation, recurrent 

caries and periodontal problems. The purpose of this experimental study is to 

evaluate and compare the marginal fit/gap of computer-aided design and computer-

aided manufacturing (CAD/CAM) fabricated zirconia copings and zirconia full 

contoured monolith crowns fabricated on type IV gypsum die having a definite 

cement spacer thickness of 0.05mm. 

 

METHODS 

This is an in-vitro experimental study carried out from November 2018 to November 

2019. A master stainless steel die was used to make 52 type IV die stone models which 

were randomly divided into 2 groups of 26 samples each. Group 1: zirconia copings 

and group 2: zirconia monolith full contoured crowns. These restotations were 

fabricated using CAD/CAM. The marginal gap of each zirconia copings and zirconia 

full contoured crowns was assessed using scanning electron microscopic analysis on 

four different pre-marked points (GEMINI SEM 500; ZEISS). Observations were 

tabulated and analyzed statistically. Independent t-test was used to compare the 

measurements between zirconia copings & zirconia monolith crowns. 

 

RESULTS 

The least marginal gap observed was for group 2 (zirconia full contoured crown) with 

a mean value of 29.88 ± 9.16 μm while that of group1 (zirconia coping) was 73.64 ± 

28.13 μm. There was a statistically significant difference in the measurements 

between zirconia copings and zirconia full contoured monolith crowns (P - value < 

0.001). There was statistically significant difference in each side of zirconia monolith 

crowns when compared to the corresponding side of zirconia copings (P - Value  < 

0.001). 

 

CONCLUSIONS 

CAD/CAM milled full contoured zirconia crowns showed least marginal discrepancy 

when compared to zirconia copings. All samples had marginal gap within the 

clinically acceptable range of 120 μm. 
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BACK GRO UND  
 

 

 

Achieving aesthetic and clinically ideal restorations has been 

the aim of dental restorative practitioners in the ever evolving 

field of dentistry. Porcelain fused to ceramic restorations have 

long been in use in fixed prosthodontics due to their excellent 

durability. The aesthetic demands for metal-free, more 

biocompatible restorations have directed material research 

and development towards all ceramics materials. Among the 

currently available high strength zirconia all ceramic cores, 

yttria-stabilized zirconia stands out in terms of its 

compressive strength, flexural strength, fracture toughness, 

hardness and translucency. 

It was developed as a substitute to metal framework 

especially in posterior fixed partial dental prosthesis wherein 

the main concern was strength. Zirconia undergoes a 

phenomenon called transformation toughening which 

contributes to its remarkable strength.1 Shetty et al.2 in their 

study, demonstrated that modifications in design of posterior 

framework can improve the flexural strength of yttrium based 

zirconia. Zirconia can be easily fabricated from presintered 

blocks, which are milled using CAD/CAM system. 

The longetivity of metal free restorations depends on the 

bonding properties of the all ceramic material to natural teeth. 

It is also influenced by its marginal and internal fit. Inaccurate 

marginal fit is responsible for plaque retention, microleakage 

and cement breakdown.3 All these factors lead to a deleterious 

effect on the periodontium thereby affecting the health of the 

underlying abutments.4 Literature has shown that the 

marginal discrepancy of ceramic crowns is influenced by 

various factors such as tooth preparation geometry, type of 

luting cement, and factors related to dental laboratory 

fabrication techniques.5  

M.K Ji et al. in his study reported that the marginal gap for 

presintered yttrium stabilized zirconium dioxide all ceramic 

crown was in the range of 91-118 μm for shoulder margin and 

84 –109 μm for a deep chamfer margin.6 May et al. found that 

the mean marginal gap and occlusal gap of procera all ceramic 

crowns were in the range of 64-74 μm.7 Weaver et al. reported 

that the marginal gap of castable all ceramic crown was 82 

μm.8 The purpose of this study is to evaluate and compare the 

marginal gap/fit of CAD/CAM fabricated zirconia copings and 

zirconia fully contoured monolith crowns.  

 

 

Obje c ti ve s  

1. To evaluate the marginal gap/fit of zirconia copings 

fabricated using CAD/CAM. 

2. To evaluate the marginal gap/fit of full contoured 

monolith zirconia crowns fabricated using CAD/CAM. 

3. To compare the marginal gap/fit of zirconia copings and 

full contoured monolith zirconia crowns fabricated using 

CAD/CAM. 

 

 
 

ME TH OD S  
 

 

This is an in-vitro experimental study carried out from 

November 2018 to November 2019 in the CAD-CAM lab, 

Department of Prosthodontics, Yenepoya Dental College, 

Mangalore, Karnataka.  

Ar mame nt ar i um  

 Metallic die  

 Dappen dish 

 Vacuum mixer 

 Investment vibrator (Confident)  

 Ceramill® map 400 - Cast scanner (AmannGirrbach, 

Austria) 

 Ceramill® mind – Computer aided designing software 

(AmannGirrbach, Austria ) 

 Ceramill® motion 2 – Computer aided milling 

(AmannGirrbach, Austria) 

 Ceramill®therm - Sintering (AmannGirrbach, Austria)  

 Scanning electron microscope (GEMINI SEM 500; ZEISS, 

Germany) 
 
 

Ma ter i a l s  

1. Ceramill®; (Zirconia blank – ZI) - Zirconia coping 

(AmannGirrbach, Austria ) 

2. Ceramill®; (Zirconia blank - Zolid) - Zirconia full 

contoured crowns (AmannGirrbach, Austria) 

1. Polyvinylsiloxane (Aquasil soft putty/regular set; 

Dentsply Caulk, USA) 

2. Type IV dental stone (Elite rock; Zhermack, sandy brown, 

Italy) 

 

 

Pr epar a ti o n of  the  Me ta ll i c  Di e  

A stainless steel master die of maxillary 1st bicuspid was made 

according to the specifications originally described by Bailey 

et al. (1988)9 with a vertical dimension of 12 mm from the 

cavosurface line angle to the occlusoaxial line angle, a 

diameter of 13 mm at the cavosurface line angle with 

convergence angle of 6° providing a diameter of 9 mm at the 

occlusal end of the die with a shoulder width of 1 mm. A flat 

surface was prepared on one side which was labelled as buccal 

surface. This will help us in easy identification of the buccal, 

lingual, mesial and distal surfaces thereby helping us to orient 

the copings and crowns under the scanning electron 

microscope. The flat surface also helps as it has anti-rotation 

feature. The base of the master die has four sides. At four pre-

determined points, a vertical inscription was made wherein 

the measurements were calculated. 

 

 

Impr e ssi o n o f  the  Me ta l l i c  Di e  

Impression was made using Polyvinyl siloxane impression 

material (Aquasil soft putty / regular set; Dentsply Caulk).The 

impression material was manipulated and loaded into a 

dappen dish. The metallic die was pressed into the dappen 

dish and allowed to set, according to the manufacturer’s 

recommendation.  

 
 
Pr epar a ti o n of  the  T ype  IV  Gyp sum Di e  

Type IV dental stone (elite rock; zhermack, sandy brown) was 

mixed and poured into the impression using a vibrator and 

allowed to set according to manufacturer’s recommendations. 

The above mentioned procedure was repeated to secure 52 die 

models. The 52 die models were grouped into 2 groups, each 

group comprising of 26 die models each. 
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Fa br i c ati o n o f  CAD/ CA M  Zi r co ni a Copi ng s  

Ceramill Amann Girbach, a dental CAD / CAM system, was used 

to fabricate the 26 zirconia copings used in this study. All 26 

die models were scanned using Ceramill scanner. Scanned 

data was then converted into CAD data. Copings for all-ceramic 

crowns was designed using the dental wings supported by 

Ceramill software. A definite cement space thickness of 

0.05mm was provided. Thickness of all 26 all ceramic copings 

was designed to be 0.7 mm. Once the copings were milled, they 

were sintered in Ceramilltherm; Amann Girrbach. 

 

 

Fa br i c ati o n o f  Zi r c oni a Mo noli th  Fu ll  

Con tour ed Cr ow n  

Ceramill Amann Girbach, a dental CAD/CAM system, was used 

to fabricate the 26 zirconia monolith full contoured crowns 

used for this study. All the 26 die models were scanned using 

Ceramill scanner. Scanned data was then converted into CAD 

data. Full contoured all ceramic monolith zirconia crowns 

were designed using the dental wings supported by Ceramill 

software. A definite cement space thickness of 0.05mm was 

provided. The internal zirconia monlith crown thickness was 

designed to be 0.7 mm. Once the crowns were milled, they 

were sintered in Ceramilltherm; Amann Girrbach. 

Marginal gap of each zirconia copings and zirconia 

monolith crowns was assessed using scanning electron 

microscopic analysis on four different pre-marked points. Two 

measurements were taken on each side at pre-determined 

points. The average of the two values were calculated to get 

the mean of one pre-determined point and the average of the 

four pre-determined points were taken to know the mean 

marginal gap of the respective dies. All measurements were 

made at 200 X magnification and at 5.00 KV.  

 

 
 

 

RES ULT S  
 

 

 

All the 52 samples were measured with scanning electron 

Microscope. Four vertical measurements were made at pre-

determined points. The measurements were made with the 

help of ZEISS Atlas 5 software. The mean of two values at a 

predetermined point was taken as the mean marginal gap for 

one side and the mean of the 4 pre-determined points were 

taken as the mean marginal gap of that respective die. 

Observations were tabulated and analysed statistically. 

Two samples independent t-test was used to compare the 

mean score of marginal gap measurements between zironia 

full contoured crowns and zirconia copings for zirconia full 

contoured crowns. The mean difference from group 1 to group 

2 was 43.77μm with standard error of difference was 5.88, 

with this difference; the t-test statistics was concluding 

statistically significance difference at 1% level of significance 

and at 80% power of the test. 

 The mean marginal gaps varied within a range of 15.31 

μm to 47.3 μm. 

 The marginal gaps between the values of point 1 varied 

from 16.43 μm to 54.46μm. 

 The differences in the marginal gaps in point 2 ranged 

from 9.68 μm to 47.12μm. 

 Differences in the marginal gaps in point 3 ranged from 

8.18 μm to 52.91 μm. 

 The marginal gaps between point 4 varied within a range 

of 5.87 μm to 44.63μm 

 

 

For  Zi r coni a Copi ng s  

 The mean marginal gaps varied within a range of 37.58. 

μm to 118.2 μm. 

 The marginal gaps between the values of point 1 varied 

from 25.03 μm to 119.8μm. 

 The differences in the marginal gaps in point 2 ranged 

from 35.32μm to 119.1μm. 

 Differences in the marginal gaps in point 3 ranged from 

29.27 μm to 119.34 μm. 

 The marginal gaps between points 4 varied within a range 

of 27.92 μm to 119.67μm 

 

Group N 
Mean ± SD 

(µm) 
Mean 

Difference 
t P Value 

Coping 26 73.64 ± 28.13 
43.77 7.542 < 0.0* 

Crown 26 29.88  ±  9.16 

Table 1. Mean of Marginal Gap between  

Zirconia Full Contoured Crowns & Coping (in μm) 

 

 The mean marginal gap in the zirconia coping was 73.64 

± 28.13 μm while that in zirconia full contoured crowns 

was 29.88  ±  9.16 μm. 

 The mean observed difference between zirconia full 

contoured crowns and zirconia copings was 43.77 μm. 

The t-value was 7.542 & the P value was < 0.001 which 

was statistically significant. 
 

 

Compar i son o f  Mar gi n al  Gap be twee n Zi r co ni a  

Copi ng & Zi r co ni a Cr ow n on A ll  4  Si d es (in μm) 

 The mean value of zirconia coping on side A was 74.3254 

while that of zirconia crown was 32.6088. 

 The mean value of zirconia coping on side B was 

72.3531while that of zirconia crown was 28.6546. 

 The mean value of zirconia coping on side C was 73.7854 

while that of zirconia crown was 29.0781. 

 The mean value of zirconia coping on side D was 74.1119 

while that of zirconia crown was 28.5550 

 

 

Compar i son  of  M ea sur e men ts  be twe en Cr ow n 

and Copi ng o n Ea ch Si d e U si ng Ind epen den t t -

Tes t  

 There was a statistically significant difference between 

side A of zirconia full contoured crown when compared to 

side A of zirconia coping (t  = 6.396, P < 0.001 & mean 

difference = 41.71654). 

 There was statistically significant difference between side 

B of zirconia full contoured crown when compared to side 

B of zirconia coping (t = 7.687, P < 0.001 & mean 

difference = 43.69846). 

 There was statistically significant difference between side 

C of zirconia crown when compared to side C of zirconia 

coping (t = 7.317, P < 0.001 & mean difference = 7.317). 

 There was statistically significant difference between side 

D of zirconia crown when compared to side D of zirconia 

coping (t = 6.951, P < 0.001 & mean difference = 

45.55692). 
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The Resu l ts  o f  the  S ta ti sti ca l  A nal ysi s  W er e a s 
Fol low s  
1. There was a significant statistical difference in 

measurements between zirconia crown and zirconia 

coping P < 0.001. 

2. There was a significant statistical difference in each side 

of zirconia crown when compared to the corresponding 

side of zirconia coping P < 0.001. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Graph 1. Mean of Marginal Gap 
between  Zirconia Crown & Coping 
(in μm) 
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SEM Analysis of Marginal Gap 
 

 
 

 

 

 

 

 

 

 

 

DI SCU S SI ON  
 

 

This experimental study was done to evaluate and compare 

the marginal fit/gap of CAD/CAM fabricated zirconia copings 

& zirconia full contoured monolith crowns.The study required 

the fabrication of a stainless steel master die as proposed by 

Bailey et al.9 Impression of the master die was made by using 

Polyvinylsiloxane impression material. The impression was 

poured with type IV dental stone to obtain 52 die models, 

which were then randomly divided into 2 groups of 26 die 

models each. Ceramill Amann Girbach, a dental CAD / CAM 

system, was used to scan and mill 26 zirconia copings & 26 

zirconia full contoured monolith crowns for this study.  

The marginal gap of each zirconia copings and zirconia 

monolith crowns was assessed using scanning electron 

microscopic analysis on four different pre-marked point. The 

marginal gap of each sample was observed, tabulated and 

analysed statistically. Independent t-test was used to compare 

the measurements between zirconia copings and zirconia 

monolith crowns.  

The results of this study showed that the mean marginal 

gap of CAD/CAM zirconia copings was 73.64 ± 28.13. The 

results of this study were in accordance with the findings of 

the study conducted by Bindl A et al. (2005).10 The mean values 

of the marginal fit/gap of zirconia copings was within the 

clinically acceptable limit of 120 μm.11 

There was a large marginal gap among the zirconia copings 

which could be due to the shrinkage error that occurs during 

the sintering process due to the low material volume near the 

margins.12 The marginal gaps of CAD/ CAM-generated zirconia 

copings in other studies ranged from 24 to 110 μm. Another 

reason for the higher marginal discrepancy of the zirconia 

copings may be due to a phenomenon called point clouds in the 

scanning process. Due to the high resolution scanner of the 

computer system, any point irregularities known as point 

clouds obtained in scanning were transformed into a smooth, 

continuous surface by the software. This could lead to 

imperfections in the restoration.13 

The marginal gap of zirconia monolith crowns in this study 

was 29.88 ± 9.16 μm. These findings were similar to the results 

obtained by Nakamura et al. (2003)14 & Kokubo Y et al. 

(2011).15 The mean values of the marginal fit/gap of full 

contoured zirconia monolith crowns was within the clinically 

acceptable limit of 120 μm. The difference among the marginal 

fit/gap of full contoured monolith crowns may be due to the 

errors in scanning as well as the material shrinkage of partial 

sintered zirconia that happens during the final sintering stage. 

The reason for comparing the zirconia coping accuracy 

without veneering and full contoured monolith crown was 

that the copings can reveal the true fit of the restoration.16 

Also, the values that were obtained in this study showed that 

zirconia monolith full contoured crowns were better than 

zirconia copings. Varying results for the zirconia fully 
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contoured crowns and copings may have been due to the 

difference in the procedural steps during CAD/CAM 

processing namely scanning, design, and milling. The results 

clearly showed that the marginal fit of zirconia monolith full 

contoured crowns were much better when compared to the 

marginal fit of zirconia copings. 

 

 
 

 

CONC LU S ION S  
 

 

 

 In this in-vitro study, the marginal gap of CAD/CAM 

zirconia copings & zirconia full contoured monolith 

crowns were evaluated and compared as these are the 

most commonly used materials for fabricating crowns 

and fixed partial dentures (FPD). 

 The mean marginal gap among zirconia copings was 

73.64  ±  28.13 µm while that of zirconia monolith full 

contoured crowns was 29.88 ±  9.16 µm 

 The results of this study showed that it is always better to 

restore a tooth with monolithic zirconia full contoured 

crown rather than zirconia coping with ceramic 

veneering. 

 

 

Li mi t a ti on s o f  the  S tudy   

The horizontal marginal gap, absolute marginal gap and 

internal gap were not measured which can also determine the 

longevity of the prosthesis. The finish lines & the placement of 

margins could also have an impact on the marginal fit/gap in 

the crowns & copings. Since, the influence of the veneering 

procedure was not evaluated, it may or may not reflect the 

final marginal fit of the restoration. 

 
Data sharing statement provided by the authors is available with the 

full text of this article at jemds.com. 

Financial or other competing interests: None. 
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